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North East Barrier
The MS3-TL4 is a Color Galvanized  Steel Bridge Railing system with a beam and post system which consisting of three tubular steel rail  
elements that is mounted on steel wide flange posts bolted to the concrete deck/sidewalk.  

Features Transitions

Options

► FHWA Test Level 3 and Test Level 4 Complaint 
► Pedestal base for cast in place or direct anchoring
► Low maintenance 

► Hot dipped galvanized or epoxy coated for long life
► Weather-resistant and corrosion-resistant coatings

► Transition to TL-4 Thrie-beam

► Transition to standard 12g W-Beam

► Transition into concrete barrier
► Custom transitions available

► Epoxy coated with choice of colors
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MS3 Bridge Rail TL4

Test Specifications

Specifications

Material

Performance

► Tested and accepted to NCHRP 350 TL-3 and TL-4
► Maximum system deflection is 0.01 deg (8 Tonne Truck)
► System weight per meter = 28.10kg 

Design
The MS3 is an aesthetic bridge parapet consisting of 3 horizontal 
rail sections attached to supporting posts. The system is 42” high 
with a vertical picket design to help assist the demands 
 of the larger vehicle impacts.	

SPECIFICATIONS
Standard NCHRP 350
Containment Level TL3 and TL4
System Height 42” (1069mm)
Post Center 78.75” (2m)
Plinth Height 1.25” (32 mm)

Manufactured entirely of steel and hot dipped galvanized for long 
life. Most MS3 rails are Colorgavinized for added corrosion protec-
tion extending the life span of the rail.

The MS3 Bridge Rail and its vertical pickets increase the tor-
sional rigidity to help reinforce the barrier under impact. 

Containment
Level Test Speed 

km/h Angle Mass
kg Vehicle

TL4
404251-1 102.7 20.5 826 Car
404251-2 99.4 25.4 1929 Pickup Truck
404251-3 79.6 14.9 8000 Box Truck
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Constructed from steel the, MS3 offers a high resistance to corrosion by 
taking advantage of duplex coatings. Hot Dipped Galvanizing paired with 
epoxy resin allows unlimited color choices and reduced maintenance  
lowering whole life cost.

The MS3 is a classic new England Design. The vertical pickets provide 
increased torsional rigidity while increasing the aesthetic presence of the 
rail over conventional systems
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For full test data report, please contact us at info@mdsbarriers.com
Or call 860-289-8033

www.MDSbridgerail.com
www.MDSBARRIERS.com
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